Lamora base extrusion single sided KS-P05-01

Technical Datasheet

The Lamora base extrusion is the load-bearing element of System Lamora KS-P05, used at single-sided membrane connections.

Systems

General

Typical Properties Units Typical Value
Width mm 56,4

Height mm 67,7

Weight Kg/m 2,27

Material EN-AW6060
Surface Protection standard (others on demand) anodisement E6/EV1 um 20
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Lamora keder extrusion KS-P(05-02 Systems
Technical Datasheet
The Lamora keder extrusion is used to fix the membrane at the System Lamora KS-P05.
General
Typical Properties Units Typical Value
Width mm 17
Height mm 18
Weight Kg/m 0,32
Material EN-AW6060
Surface Protection standard (others on demand) anodisement E6/EV1 um 20
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Lamora cap | extrusion KS-P05-03 Systems
Technical Datasheet
The Lamora cap | extrusion is used fort the invisible fixing of the cap Il extrusion of the System Lamora KS-P05.
General
Typical Properties Units Typical Value
Width mm 30
Height mm 12
Weight Kg/m 0,2
Material EN-AW6060
Surface Protection standard (others on demand) anodisement E6/EV1 um 20
konstruct s

systems



L)
Lamora cap Il extrusion KS-P05-04 Systems
Technical Datasheet
The Lamora cap Il extrusion closes the System Lamora KS-P05 on the outside.
General
Typical Properties Units Typical Value
Width mm 30
Height mm 12
Weight Kg/m 0,2
Material EN-AW6060
Surface Protection standard (others on demand) anodisement E6/EV1 um 20
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Lamora base extrusion two-sided KS-P05-05

Technical Datasheet

The Lamora base extrusion is the load-bearing element of System Lamora KS-P05, used at two-sided membrane connections.

Systems

General

Typical Properties Units Typical Value
Width mm 82

Height mm 67,7

Weight Kg/m 3,17

Material EN-AW6060
Surface Protection standard (others on demand) anodisement E6/EV1 um 20
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Lamora attachment set KS-P05-10 Systems
Technical Datasheet
The Lamora attachment set includes a hammer head bolt, e.g. Halfen HS 28-15, a washer and a safety nut. It is used to attach the system Lamora KS-P05 on the
secondary structure.
Typical Properties Standard Material
Halfen HS 28-15 ETA-09/0339 A2-70/ A4-70
Washer ISO 7089 A2/ A4
Safety nut ISO 10511 A2/ A4
Halfen HS 28-15 Washer
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Lamora cap screw KS-P05-11

Technical Datasheet

extrusion.

-~
Qe

Systems
The Lamora cap screw is a self tapping PT Type DG screw. It is used at system Lamora KS-P05 to connect the base extrusion with the cap |
Typical Properties Test Method Units Typical Value
Material A2
Thread type DG 50
Dimensions 50x16
Surface protection uncoated
Drive size TX 25
Diameter mm 5,0
Length mm 16,0
Max. clamping distance mm 8,0
Max. drilling capacity mm 2,5
Diameter head mm 10,0
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